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Special Features:     
Arrival gong:     On-car (Female English Voice Recording) 
Intercom System:    Two - way 
Attendant control 
Aluminum Ladder pit 
Out of Switch Control 
Emergency power 
Evacuation control 
With CCTV 
Earthquake Sensor 
 
Standard Control Features: 
Alarm 
Automatic return to main floor:   No homing 
Door final timer 
Door pre-opening 
Emergency light in car 
Light curtain 



not interfere with the landing side or Elevator enclosures. Landing doors of the elevators 
shall have fire resistance of at least one hour. These doors shall also be smoke tight as 
far as possible.  
 
SUSPENSION ROPES: The car and the counter weights shall be suspended by steel 
wire ropes.  
 
SHEAVES AND PULLEYS: All driving sheaves and pulleys fixed to and revolving with 
the shaft shall be fixed by means of sunk keys of sufficient strength and quality.  
 
SHAFT: Shafts and axles shall be forged steel. They shall have sufficient rigidity and 
bearing surface. Any shaft when stepped shall be turned to a reasonable radius at the 



iii) Two push buttons, one for upward and the other for downward movement at 
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TWG, Member, Infrastructure Projects, Construction & Electrical Supplies and Materials / 
TWG Chair, Air-conditioning, Transportation Equipment and Other Machineries 
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TWG Member, Air-conditioning,    TWG Member, Air-conditioning 
Transportation Equipment     Transportation Equipment  
and Other Machineries    and Other Machineries 
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