
 
 

V01-2018-06-14 
                                                                                 Page 1 of 6 ² Repair and Improvement of White House 

ADMN-QF-09 

Republic of the Philippines 
CAVITE STATE UNIVERSITY 

Don Severino delas Alas Campus 
Indang, Cavite 

 

BILL OF QUANTITIES 
 

NAME OF PROJECT: REPAIR AND IMPROVEMENT OF WHITE HOUSE  
(Converted to Center for Population and Public Health under the College of Medicine)  
ABC: ₱ 2,788,569.49 Bill of Quantities 
COLLEGE/UNIT/CAMPUS: MAIN CAMPUS  

Item 
No. Description 

Unit Quantity Unit Price 
(Pesos) 

Amount 
(Pesos) 

I 

Dismantling/Chipping Works 
(Pesos 
_______________________ 
_____________________________ 
_____________________________ 
and _________________ centavos) 

    

II 

Masonry and Tileworks 
(Pesos 
_______________________ 
_____________________________ 
_____________________________ 
and _________________ centavos) 

    

III 

Carpentry Works 
(Pesos 
_______________________ 
_____________________________ 
_____________________________ 
and _________________ centavos) 

    

IV 

Steel Works 
(Pesos 
_______________________ 
_____________________________ 
_____________________________ 
and _________________ centavos) 
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CAVITE STATE UNIVERSITY 
 
SCOPE OF WORKS: 
IMPROVEMENT OF WHITE HOUSE (CONVERTED TO CENTER FOR POPULATION AND 
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conductor wires, metal conduits and accessories. See E-10 specification and details. 
7. Supply and installation of GI steel post with pedestal, brackets for street lights (5 

sets). See E-11 for details. 
8. Painting of conduit pipes and repair/repainting of walls to be chipped.  

a. Skim coat 
b. Latex flat 

9. Electrical wiring and layout is to be connected from MDP to existing distribution 
transformers as indicated in the plan. Provide the necessary connectors & equipment 
for the wiring installation. 

10. 12 kW, three phase, 230 v,60 Hz, diesel power generator set. Including the generator 
housing. 

11. Tapping to the existing distribution transformers, electrical testing and 
commissioning.  

a. Phase sequence test. 
b. Continuity test. 
c. Insulation test. 
NOTE: Electrical testing and guarantee, electrical supervision and final 
electrical inspection report should be signed and sealed by Professional 
Electrical Engineer with notary public. 

12. Consult inspectors for details and extent of work. 
VI. 
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minimum slope of 0.01 (1/8” fall/foot) on all soil and drain lines. 
12. Horizontal waste pipe 3” Ø and smaller shall have a minimum grade of 6 mm (1/4”) 

per foot and 4” Ø and larger shall be 1/8” per foot. Vertical vent pipes may be 
connected to a vent line carrying other fixtures. The connection must at least be 1.20 
m. (4 feet ) above floor on which the fixtures are located to prevent the use of any 
vent lines. Horizontal waste lines receiving the discharge from two or more fixtures 
shall be provided with vents, unless separating venting of fixtures is noted. 

13. Do not cover or enclose work until it has been properly and completely inspected 
and approved. Should any work be covered up or enclosed prior to all required 
inspections and approvals, uncover the work as required. After it has been 
completely inspected and approved, make all repairs and replacements with such 
materials necessary to approval of the project inspector. 

VII. Painting Works 
A. Concrete/Masonry 

1. This work includes the painting of some portion of CHB wall and interior flooring 
using power floor to conform the requirements with good manufacturing practices.  

2. Repair minor surface imperfections with skim coat. Let dry, sand then, spot coat with 
top coat color. 

3. Apply two coats of colored factory mixed dirt resisting semi-gloss latex. 
Note: Color of paint will depend upon the preference of the end-user. Paints 
and its accessories should be BOYSEN or approved equal. 

C. Contractor of the said project must provide an as-built plan of the project at the end of the 
contract as a requirement for the release of their final billing. 

D. For color/types of any fixtures or materials to be used on site, consult the end-user and the 
inspector for approval. Consult the plan and the scope of work for the extent of tasks of the 
contract. If possible, let the end-user sign your sample as proof of approval.  

E. 


